
DM
K U B O TA  D I S C  M O W E R S

Mounted plain disc mowers with a working width from 1.7-9.5m

DM1000/DM2000/DM3000/
DM3300/DM4000



LETS YOU FOCUS ON WHA
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OU FOCUS ON WHAT IS IMPORTANT

All Kubota disc mowers are built for performance in even the toughest
conditions. With a wealth of models, any requirement is covered, to make
sure you will be able to make the most of the time available.
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TRUE PERFORMANCE
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TRUE PERFORMANCE
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CUTTING PERFORMANCE IN NEW DIMENSIONS

‘Express’ Quick Change of Knives
All disc mowers in the Kubota range can 
�I�L���Ä�[�[�L�K���^�P�[�O���[�O�L���º�,�_�W�Y�L�Z�Z�º���Z�`�Z�[�L�T���M�V�Y��
�X�\�P�J�R���H�U�K���L�H�Z�`���J�O�H�U�N�P�U�N���V�M���R�U�P�]�L�Z��
�:�P�T�W�S�`���W�S�H�J�L���[�O�L���S�L�]�L�Y���H�Y�V�\�U�K���[�O�L���I�V�S�[����
�Y�L�S�L�H�Z�L���[�O�L���Z�W�Y�P�U�N���I�`���[�\�Y�U�P�U�N���[�O�L���S�L�]�L�Y����
�H�U�K���[�O�L���R�U�P�M�L���P�Z���Y�L�H�K�`���[�V���I�L���Y�L�W�S�H�J�L�K���I�`��
a new one.
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Counter-Rotating Cutting Discs for Improved Overlap
�(�S�S���2�\�I�V�[�H���T�V�^�L�Y�Z���O�H�]�L���H�U���L�]�L�U���U�\�T�I�L�Y���V�M���J�V�\�U�[�L�Y���Y�V�[�H�[�P�U�N���K�P�Z�J�Z�����(�W�H�Y�[���M�Y�V�T���[�O�L��
�P�T�T�L�K�P�H�[�L���J�Y�V�W���[�Y�H�U�Z�W�V�Y�[���[�V���[�O�L���Y�L�H�Y���[�O�P�Z���Z�`�Z�[�L�T���L�U�Z�\�Y�L�Z���[�O�H�[���L�]�L�U���P�U���^�L�[���J�V�U�K�P�[�P�V�U�Z��
�U�V���Z�[�Y�P�W�L�Z���V�M���\�U�J�\�[���M�V�Y�H�N�L���H�Y�L���S�L�M�[���P�U���[�O�L���Ä�L�S�K��

CUTTING PERFORMANCE IN NEW DIMENSIONS

Low Noise Cutterbar 
The Kubota cutterbar is designed for 
low maintenance and quiet operation.  
Operators will appreciate the low noise 
of the new cutterbar during a long and 
�I�\�Z�`���^�V�Y�R�P�U�N���K�H� �̀����;�O�L���S�V�U�N���J�\�Y�]�L�K���N�L�H�Y��
�^�O�L�L�S�Z���Y�\�U���Z�T�V�V�[�O�S�`���P�U���V�P�S���H�U�K���W�Y�V�]�P�K�L��
lots of transfer of power with little slack. 

Heavy Duty Cutterbar
�;�O�L���2�\�I�V�[�H���J�\�[�[�L�Y�I�H�Y�»�Z���O�P�N�O���V�P�S���J�H�W�H�J�P�[�`��
�L�U�Z�\�Y�L�Z���H���]�L�Y�`���S�V�^���^�V�Y�R�P�U�N���[�L�T�W�L�Y�H�[�\�Y�L��
�M�V�Y���L�I�J�P�L�U�[���V�P�S���J�V�V�S�P�U�N���H�U�K���S�\�I�Y�P�J�H�[�P�V�U��
�V�M���[�O�L���L�U�[�P�Y�L���J�\�[�[�L�Y�I�H�Y�����;�O�L���M�\�S�S�`���^�L�S�K�L�K��
�J�\�[�[�L�Y�I�H�Y���^�P�[�O���V�]�L�Y�S�H�W�W�P�U�N���*���J�O�H�U�U�L�S�Z��
�T�H�R�L�Z���M�V�Y���H���]�L�Y�`���Z�[�P�H���H�U�K���Z�[�Y�V�U�N���K�L�Z�P�N�U����
�L�U�Z�\�Y�P�U�N���]�L�Y�`���O�P�N�O���S�L�]�L�S���V�M���K�\�Y�H�I�P�S�P�[� �̀���

Three Bladed Discs for More Cuts
With three blades per disc Kubota 
�T�V�^�L�Y�Z���H�Y�L���J�V�U�Z�[�H�U�[�S�`���J�\�[�[�P�U�N�����;�O�P�Z��
means a third less load per blade; an 
�L�]�L�U���S�V�H�K���V�U���[�O�L���K�Y�P�]�L�"���Z�T�V�V�[�O�L�Y���W�V�^�L�Y��
�\�Z�H�N�L�"���H�U�K���W�Y�V�K�\�J�L�Z���H���U�L�H�[�����J�S�L�H�U�S�`���J�\�[��
�Z�[�\�I�I�S�L�����,�H�J�O���Z�[�L�L�S���I�S�H�K�L���P�Z���W�Y�L�J�P�Z�L�S�`��
�H�U�N�S�L�K���[�V���P�T�T�L�K�P�H�[�L�S�`���J�V�U�]�L�`���[�O�L���J�\�[��
crop upwards with a combination of 
�T�L�J�O�H�U�P�J�H�S���H�J�[�P�V�U���H�U�K���H�P�Y���Å�V� �̂���

Fully welded cutterbar with overlapping 

C-channels for a very strong and stiff 

construction.

Specially tooled gear wheels with round 

design and long teeth result in low noise 

levels and efficient power transmission. 

COUNTER-ROTATING THREE BLADED DISCS

Kubota’s counter-rotating three bladed 

discs provide a wider overlap on each 

disc...

... compared to solutions with uneven 

number of discs.
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NonStop BreakAway – Keeps the Cutterbar Running 
�2�\�I�V�[�H���+�4�������������+�4�����������H�U�K���+�4�����������Z�L�Y�P�L�Z���H�Y�L���Ä�[�[�L�K���^�P�[�O���[�O�L���2�\�I�V�[�H���5�V�U�:�[�V�W��
�)�Y�L�H�R�(�^�H�`���Z�`�Z�[�L�T���[�V���W�Y�V�[�L�J�[���[�O�L���J�\�[�[�L�Y�I�H�Y�����;�O�L���P�U�[�L�N�Y�H�[�L�K���5�V�U�:�[�V�W���)�Y�L�H�R�(�^�H�`��
�Z�`�Z�[�L�T���P�Z���K�L�Z�P�N�U�L�K���[�V���W�Y�V�[�L�J�[���[�O�L���J�\�[�[�L�Y�I�H�Y���M�Y�V�T���M�V�Y�L�P�N�U���V�I�Z�[�H�J�S�L�Z�����<�W�V�U���Z�[�Y�P�R�P�U�N��
�H�U���V�I�Z�[�H�J�S�L���P�U���[�O�L���Ä�L�S�K���[�O�L���T�V�^�P�U�N���\�U�P�[���Z�^�P�U�N�Z���I�H�J�R�^�H�Y�K�Z���H�U�K���\�W�����;�O�P�Z���W�Y�V�]�P�K�L�Z��
�T�H�_�P�T�\�T���W�Y�V�[�L�J�[�P�V�U���V�M���[�O�L���J�\�[�[�L�Y�I�H�Y��

Effortless Protection
�;�O�L�Y�L���P�Z���U�V���U�L�L�K���[�V���Z�[�V�W�������V�Y���L�]�L�U���[�V���Y�L�]�L�Y�Z�L���[�O�L���[�Y�H�J�[�V�Y�������[�V���N�L�[���[�O�L���T�V�^�P�U�N���\�U�P�[��
into working position again. When engaged the spring loaded design ensures that 
�[�O�L���2�\�I�V�[�H���5�V�U�:�[�V�W���)�Y�L�H�R�(�^�H�`���Z�`�Z�[�L�T���H�\�[�V�T�H�[�P�J�H�S�S�`���Y�L�[�\�Y�U�Z���[�O�L���J�\�[�[�P�U�N���\�U�P�[���[�V���P�[�Z��
original working position.

NONSTOP MOWING -  KEEP RUNNING

Kubota DM2000, DM3000 and DM3300 are fitted with the NonStop BreakAway system.
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NONSTOP MOWING -  KEEP RUNNING
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KUBOTA DM3087-DM3095

Kubota DM3087-3095 Series:
• 8.7-9.5m working width 
• Operated by tractors starting from 140hp
• Low weight - low power requirements
• Centre Suspension
• NonStop BreakAway
• Vertical transport position
• Fully welded Kubota cutterbar with triangular discs

UNMATCHED MOWING PERFORMANCE

�,�M�Ä�J�P�L�U�[���7�L�Y�M�V�Y�T�H�U�J�L���7�H�P�Y�L�K���^�P�[�O��
Low Weight - Mow 8.70m with 
Only 140 hp
Kubota introduces a new plain disc 
�T�V�^�L�Y�����[�O�L���U�L�^���+�4�����������H�U�K���+�4����� ����
�W�S�H�P�U���K�P�Z�J���T�V�^�L�Y���I�\�[�[�L�Y�Å� �̀����(���J�V�T�I�P�U�H�[�P�V�U��
�[�O�H�[���W�Y�V�]�P�K�L�Z���L�M�Ä�J�P�L�U�[���W�L�Y�M�V�Y�T�H�U�J�L���^�P�[�O��
�P�[�Z�‘�������������H�U�K��� �������T���^�V�Y�R�P�U�N���^�P�K�[�O���W�H�P�Y�L�K��
with a low weight design.  

�;�O�L���+�4�����������+�4����� �����P�Z���H�U���L�J�V���M�Y�P�L�U�K�S� �̀���
�L�U�L�Y�N�`���Z�H�]�P�U�N���Z�V�S�\�[�P�V�U���W�\�Y�W�V�Z�L�S�`���I�\�P�S�K��
for low operating costs in terms of 

�W�V�^�L�Y���H�U�K���M�\�L�S���J�V�U�Z�\�T�W�[�P�V�U�����^�P�[�O��
�W�V�^�L�Y���Y�L�X�\�P�Y�L�T�L�U�[�Z���Z�[�H�Y�[�P�U�N���H�[���V�U�S�`��
���������O�W�����;�O�L���S�V�^���^�L�P�N�O�[���V�M���V�U�S�`�������������H�U�K��
���������R�N���Y�L�Z�W�L�J�[�P�]�L�S� �̀����[�V�N�L�[�O�L�Y���^�P�[�O���[�O�L��
�P�K�L�H�S���^�L�P�N�O�[���K�P�Z�[�Y�P�I�\�[�P�V�U���[�O�H�[���I�\�[�[�L�Y�Å�`��
�J�V�T�I�P�U�H�[�P�V�U�Z���V�H�L�Y�����N�P�]�L�Z���[�O�L���V�W�[�P�T�\�T��
�J�V�T�I�P�U�H�[�P�V�U���V�M���S�V�^���W�V�^�L�Y���Y�L�X�\�P�Y�L�T�L�U�[�Z����
�S�V�^���^�L�P�N�O�[���H�U�K���O�P�N�O���L�I�J�P�L�U�J� �̀�

Designed to match the needs of large-
�Z�J�H�S�L���T�V�^�P�U�N�����+�4�����������H�U�K���+�4����� ����
is packed with features to meet these 

demands. The centre suspended 
mowing units in combination with the 
�[�O�Y�L�L���I�S�H�K�L�K���K�P�Z�J�Z���V�H�L�Y���H�U���\�U�T�H�[�J�O�L�K��
mowing performance. 

�;�O�L���2�\�I�V�[�H���5�V�U�:�[�V�W���)�Y�L�H�R�(�^�H�`���Z�V�S�\�[�P�V�U��
protects the cutterbar from foreign 
�V�I�Z�[�H�J�S�L�Z�����H�U�K���H�\�[�V�T�H�[�P�J�H�S�S�`���Y�L�[�\�Y�U�Z���[�O�L��
mowing unit to working position. The 
�2�\�I�V�[�H���J�\�[�[�L�Y�I�H�Y���V�H�L�Y�Z���Z�T�V�V�[�O���V�W�L�Y�H�[�P�V�U��
�^�P�[�O���]�L�Y�`���S�V�^���U�V�P�Z�L���S�L�]�L�S�����J�V�U�]�L�U�P�L�U�[��
�K�\�Y�P�U�N���H���S�V�U�N���^�V�Y�R�P�U�N���K�H� �̀�
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TCHED MOWING PERFORMANCE

Work Smarter on the Go
�;�O�P�Z���M�L�H�[�\�Y�L���W�Y�V�]�P�K�L�Z���L�H�Z�`���H�U�K���Z�P�T�W�S�L��
setting of ground pressure on the 
�+�4�����������H�U�K���+�4����� �������-�V�Y���N�Y�L�H�[�L�Y��
�V�W�L�Y�H�[�V�Y���J�V�T�M�V�Y�[�����[�O�L���N�Y�V�\�U�K���W�Y�L�Z�Z�\�Y�L��
�V�M���[�O�L���Z�W�Y�P�U�N���P�Z���Z�L�[���O�`�K�Y�H�\�S�P�J�H�S�S�`���M�Y�V�T���[�O�L��
�[�Y�H�J�[�V�Y���J�H�I�����,�H�Z�`���[�V���H�K�Q�\�Z�[�����L�]�L�U���V�U���[�O�L��
go.

Parking, Safe and Sure-Footed
�>�P�[�O���[�O�L���U�L�^���W�H�Y�R�P�U�N���K�L�]�P�J�L�����Z�[�V�Y�H�N�L
�V�M���[�O�L���+�4�����������+�4����� �����P�Z���T�H�K�L���L�H�Z�`
�H�U�K���J�V�U�]�L�U�P�L�U�[�����Y�L�X�\�P�Y�P�U�N���H���T�P�U�P�T�\�T���V�M
space during winter storage.
�;�O�L���+�4�����������+�4����� �����P�Z���Ä�Y�T�S�`���W�H�Y�R�L�K
�V�U���H���Z�[�Y�V�U�N���H�U�K���Z�[�H�I�S�L���W�H�Y�R�P�U�N���M�V�V�[��
bringing total height below 4m.

�0�[���P�Z���P�U���M�H�J�[���H���]�L�Y�`���Z�P�T�W�S�L���H�U�K���J�S�L�]�L�Y��
solution to an important challenge in 
�V�W�[�P�T�P�a�P�U�N���[�O�L���T�V�^�P�U�N���Q�V�I�����6�U���[�O�L��
�O�`�K�Y�H�\�S�P�J���]�L�Y�Z�P�V�U���[�O�L���[�L�U�Z�P�V�U���V�U���[�O�L��
�S�H�Y�N�L���Z�\�Z�W�L�U�Z�P�V�U���Z�W�Y�P�U�N�����^�O�P�J�O���J�V�U�[�Y�V�S�Z��
�[�O�L���N�Y�V�\�U�K���W�Y�L�Z�Z�\�Y�L�����P�Z���H�K�Q�\�Z�[�L�K��
�O�`�K�Y�H�\�S�P�J�H�S�S� �̀����[�V���P�U�J�Y�L�H�Z�L���V�Y���S�V�^�L�Y��
pressure. The chosen ground pressure 
�S�L�]�L�S���P�Z���J�V�U�]�L�U�P�L�U�[�S�`���Y�L�N�P�Z�[�L�Y�L�K���M�Y�V�T���[�O�L��
�L�H�Z�`���[�V���Y�L�H�K���Z�J�H�S�L��
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KUBOTA DM3087-DM3095

Two Mounting Options
�+�4�����������+�4����� �����J�H�U���I�L���H�K�Q�\�Z�[�L�K��
for optimal operation according to 
�K�P�H�L�Y�L�U�[���J�P�Y�J�\�T�Z�[�H�U�J�L�Z�����Z�\�J�O���H�Z���Ä�L�S�K��
contours or working width of the front 
mounted mower. To ensure optimal 
�V�]�L�Y�S�H�W���I�L�[�^�L�L�U���M�Y�V�U�[���H�U�K���Y�L�H�Y���\�U�P�[�Z�����[�O�L��
mowing units can be mounted in two 
positions on the suspension arm. This 
�H�S�Z�V���N�P�]�L�Z���`�V�\���H�U���V�W�[�P�V�U���V�M���^�P�K�L�Y���V�]�L�Y�S�H�W��
�P�U���O�P�S�S�`���J�V�U�K�P�[�P�V�U�Z�����S�L�Z�Z�L�U�P�U�N���[�O�L���U�L�L�K���M�V�Y��
SideShift equipment.

Vertical Transport Position
�-�V�Y���[�Y�H�U�Z�W�V�Y�[���[�O�L���T�V�^�L�Y���M�V�S�K�Z���P�U�[�V���H��
compact position well behind the tractor. 
The folding design ensures that the 
�^�L�P�N�O�[���P�Z���K�P�Z�[�Y�P�I�\�[�L�K���L�]�L�U�S� �̀����^�P�[�O���[�O�L��
weight of the mower close to the tractor. 
�,�U�K�N�\�H�Y�K�Z���H�Y�L���M�V�S�K�H�I�S�L���[�V���M�\�Y�[�O�L�Y���S�P�T�P�[�P�U�N��
�[�Y�H�U�Z�W�V�Y�[���O�L�P�N�O�[�����^�O�P�J�O���P�Z���I�L�S�V�^���������T��
�H�U�K���[�Y�H�U�Z�W�V�Y�[���^�P�K�[�O���P�Z���S�P�T�P�[�L�K���[�V���������T��

FEATURES SUPPORTING PERFECT RESUL

Centre Suspension
The mowing units are centre suspended 
�V�H�L�Y�P�U�N���H�U���L�]�L�U���^�L�P�N�O�[���K�P�Z�[�Y�P�I�\�[�P�V�U��
across the complete mower width. 
�-�H�Z�[�L�Y���H�U�K���T�V�Y�L���W�Y�L�J�P�Z�L���H�K�H�W�[�H�[�P�V�U���[�V��
�N�Y�V�\�U�K���J�V�U�[�V�\�Y�Z���P�Z���H�S�Z�V���H�J�O�P�L�]�L�K���K�\�L��
to the centre suspended design. The 
�I�L�U�L�Ä�[���P�Z���S�L�Z�Z���Z�R�P�K���^�L�H�Y���H�U�K���V�W�[�P�T�\�T��
protection of the stubble.
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Two mounting options.

Vertical transport position.

Centre suspension.

NonStop BreakAway.

Excellent ground adaptation.

Headland turns.

TING PERFECT RESULTS

NonStop BreakAway System
�;�O�L���2�\�I�V�[�H���5�V�U�:�[�V�W���)�Y�L�H�R�(�^�H�`��
�Z�`�Z�[�L�T���W�Y�V�[�L�J�[�Z���[�O�L���J�\�[�[�L�Y�I�H�Y���M�Y�V�T��
�M�V�Y�L�P�N�U���V�I�Z�[�H�J�S�L�Z�����0�M���O�P�[�[�P�U�N���H�U���V�I�Z�[�H�J�S�L����
�[�O�L���)�Y�L�H�R�(�^�H�`���Z�`�Z�[�L�T���^�P�S�S���Z�^�P�U�N���[�O�L��
�T�H�J�O�P�U�L���I�H�J�R�^�H�Y�K�Z���H�U�K���V�]�L�Y���[�O�L��
�V�I�Z�[�H�J�S�L�����H�\�[�V�T�H�[�P�J�H�S�S�`���Y�L�[�\�Y�U�P�U�N���[�O�L��
�T�V�^�L�Y���[�V���^�V�Y�R�P�U�N���W�V�Z�P�[�P�V�U�����V�U�J�L���[�O�L��
obstacle has been passed.

Excellent Ground Adaptation
�+�4�����������+�4����� �����P�Z���Ä�[�[�L�K���^�P�[�O���[�^�V��
�H�K�Q�\�Z�[�H�I�S�L���N�Y�V�\�U�K���W�Y�L�Z�Z�\�Y�L���Z�W�Y�P�U�N�Z����
making setting of the best possible 
�N�Y�V�\�U�K���W�Y�L�Z�Z�\�Y�L���L�H�Z�P�S�`���K�V�U�L�����[�V���T�H�[�J�O��
�[�O�L���U�L�L�K�Z���V�M���L�H�J�O���Z�W�L�J�P�Ä�J���T�V�^�P�U�N��
operation.

Headland Turns
When turning on headlands the 
�O�`�K�Y�H�\�S�P�J���J�`�S�P�U�K�L�Y�����^�O�P�J�O���P�Z���H�S�Z�V���\�Z�L�K��
�^�O�L�U���N�V�P�U�N���P�U�[�V���[�Y�H�U�Z�W�V�Y�[���W�V�Z�P�[�P�V�U����
�L�U�Z�\�Y�L�Z���H�T�W�S�L���J�S�L�H�Y�H�U�J�L���[�V���[�O�L���Z�^�H�[�O����
�Z�V���[�O�L�`���Y�L�T�H�P�U���\�U�K�H�T�H�N�L�K��
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KUBOTA DM3028-DM3032-DM3036-
DM3040
• 2.8-3.2-3.5-4.0m working width
• Centre suspension
• Up to 125° vertical transport solution
• NonStop BreakAway
• 540/1000 rpm gearbox
• Fully welded Kubota cutterbar with triangular discs

Extensive Working Width – Low 
Weight                
�2�\�I�V�[�H���+�4�����������Y�L�H�Y���T�V�\�U�[�L�K���Y�H�U�N�L��
�I�V�H�Z�[�Z���H�U���L�_�[�L�U�Z�P�]�L���^�V�Y�R�P�U�N���Y�H�U�N�L���V�M��
���������������T�����^�P�[�O���J�V�Y�Y�L�Z�W�V�U�K�P�U�N���^�L�P�N�O�[�Z��
�Y�H�U�N�P�U�N���M�Y�V�T����������� �����R�N�����^�O�P�J�O���T�L�H�U�Z��
�[�O�L���T�H�J�O�P�U�L�Z���J�H�U���I�L���V�W�L�Y�H�[�L�K���I�`���S�V�^��
�O�V�Y�Z�L���W�V�^�L�Y�L�K���[�Y�H�J�[�V�Y�Z�����T�H�R�P�U�N���[�O�L�Z�L��
�]�L�Y�`���H�[�[�Y�H�J�[�P�]�L���T�H�J�O�P�U�L�Z���M�V�Y���M�H�Y�T�L�Y�Z��
�^�P�[�O���Z�T�H�S�S�L�Y���[�Y�H�J�[�V�Y�Z�����^�O�V���Z�[�P�S�S���U�L�L�K�Z��
to cut substantial areas. Paired with 
�[�O�L���+�4�����������V�Y���+�4�����������M�Y�V�U�[���T�V�\�U�[�L�K��

�T�H�J�O�P�U�L���[�O�L���Q�V�P�U�[���^�V�Y�R�P�U�N���^�P�K�[�O���P�Z���\�W���[�V��
�H�U���H�T�H�a�P�U�N���������T��

Centre Pivot Suspension
�;�O�L���+�4�����������Z�L�Y�P�L�Z���P�Z���J�L�U�[�Y�L���Z�\�Z�W�L�U�K�L�K��
�[�V���N�P�]�L���H�U���L�]�L�U���^�L�P�N�O�[���K�P�Z�[�Y�P�I�\�[�P�V�U��
across the complete mower width. 
�-�H�Z�[�L�Y���H�U�K���T�V�Y�L���W�Y�L�J�P�Z�L���H�K�H�W�[�H�[�P�V�U��
�[�V���N�Y�V�\�U�K���J�V�U�[�V�\�Y�Z���P�Z���H�S�Z�V���H�J�O�P�L�]�L�K��
because of the centre suspended 
�K�L�Z�P�N�U�����;�O�L���I�L�U�L�Ä�[���P�Z���S�L�Z�Z���Z�R�P�K���^�L�H�Y���H�U�K��
optimum protection of the stubble.

IT’S ALL ABOUT PERFORMANCE

Clean Cutting Performance
The latest generation of the Kubota 
�J�\�[�[�L�Y�I�H�Y���P�Z���Ä�[�[�L�K���[�V���[�O�L�Z�L���T�H�J�O�P�U�L�Z����
�V�H�L�Y�P�U�N���\�U�T�H�[�J�O�L�K���J�\�[�[�P�U�N���W�L�Y�M�V�Y�T�H�U�J�L��
thanks to the triangular three-bladed 
discs.

The large compensating spring in 
combination with the centre mounted 
�K�L�Z�P�N�U���W�Y�V�]�P�K�L�Z���W�L�Y�M�L�J�[���Å�V�[�H�[�P�V�U���V�M���[�O�L��
complete cutterbar.
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The centre suspended design enables fast and precise adaptation to ground contours.

PERFORMANCE

The large compensating spring ensures 

excellent flotation across the full mower 

width.

Work Smarter on the Go
�;�O�P�Z���M�L�H�[�\�Y�L���W�Y�V�]�P�K�L�Z�����L�H�Z�`���H�U�K���Z�P�T�W�S�L��
setting of ground pressure on the 
�2�\�I�V�[�H���+�4�����������Z�L�Y�P�L�Z�����-�V�Y���N�Y�L�H�[�L�Y��
operator comfort ground pressure 
of the large suspension spring is set 
�O�`�K�Y�H�\�S�P�J�H�S�S�`���M�Y�V�T���[�O�L���[�Y�H�J�[�V�Y���J�H�I�����,�H�Z�`��
�[�V���H�K�Q�\�Z�[�����L�]�L�U���V�U���[�O�L���N�V����

�0�[���P�Z���P�U���M�H�J�[���H���]�L�Y�`���Z�P�T�W�S�L���H�U�K���J�S�L�]�L�Y��
solution to an important challenge in 
�V�W�[�P�T�P�a�P�U�N���[�O�L���T�V�^�P�U�N���Q�V�I�����6�U���[�O�L��
�O�`�K�Y�H�\�S�P�J���]�L�Y�Z�P�V�U���[�O�L���[�L�U�Z�P�V�U���V�U���[�O�L��

�S�H�Y�N�L���Z�\�Z�W�L�U�Z�P�V�U���Z�W�Y�P�U�N�����^�O�P�J�O���J�V�U�[�Y�V�S�Z��
�[�O�L���N�Y�V�\�U�K���W�Y�L�Z�Z�\�Y�L�����P�Z���H�K�Q�\�Z�[�L�K��
�O�`�K�Y�H�\�S�P�J�H�S�S� �̀����[�V���P�U�J�Y�L�H�Z�L���V�Y���S�V�^�L�Y��
pressure. The chosen ground pressure 
�S�L�]�L�S���P�Z���J�V�U�]�L�U�P�L�U�[�S�`���Y�L�N�P�Z�[�L�Y�L�K���M�Y�V�T���[�O�L��
�L�H�Z�`���[�V���Y�L�H�K���Z�J�H�S�L��

Accurate setting of ground pressure 
�H�K�K�Z���[�V���Z�P�N�U�P�Ä�J�H�U�[�S�`���I�L�[�[�L�Y���^�V�Y�R�P�U�N��
�Y�L�Z�\�S�[���H�U�K���Y�L�K�\�J�[�P�V�U���V�M���M�\�L�S���J�V�U�Z�\�T�W�[�P�V�U����
as a mower with correct ground 
�W�Y�L�Z�Z�\�Y�L���P�Z���L�H�Z�P�L�Y���[�V���W�\�S�S�����Y�L�X�\�P�Y�P�U�N���S�L�Z�Z��
power and fuel.
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KUBOTA DM3028-DM3032-DM3036-
DM3040

1 2

AMAZINGLY UNCOMPLICA

When encountering an obstacle the NonStop 

BreakAway system protects the cutterbar by 

swinging it back and up.

Two mounting options for optimal overlap 

with a front mounted machine. 

Lifting on headlands via hydraulic 

cylinder – ample ground clearance. 
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Y UNCOMPLICATED

Up to 125° vertical transport position for excellent weight distribution.

These machines can be operated with 

either 540 or 1000 rpm without additional 

accessory.

Vertical Transport Position
�;�O�L�Z�L���+�4�����������Z�L�Y�P�L�Z���T�H�J�O�P�U�L�Z���H�Y�L��
�M�V�S�K�L�K���O�`�K�Y�H�\�S�P�J�H�S�S�`���P�U�[�V�����H���]�L�Y�[�P�J�H�S��
transport position  up to 125° depending 
�V�U���T�V�K�L�S�����;�O�L���S�V�^���N�Y�H�]�P�[�`���W�V�P�U�[���L�U�Z�\�Y�L�Z��
�L�_�J�L�S�S�L�U�[���^�L�P�N�O�[���K�P�Z�[�Y�P�I�\�[�P�V�U�����^�P�[�O���[�O�L��
weight of the mower close to the tractor.

NonStop BreakAway system
�;�V���V�H�L�Y���T�H�_�P�T�\�T���W�Y�V�[�L�J�[�P�V�U���V�M���[�O�L��
�J�\�[�[�L�Y�I�H�Y�����+�4�����������Z�L�Y�P�L�Z���T�H�J�O�P�U�L�Z��
�H�Y�L���Ä�[�[�L�K���^�P�[�O���[�O�L���2�\�I�V�[�H���5�V�U�:�[�V�W��
�)�Y�L�H�R�(�^�H�`���Z�V�S�\�[�P�V�U�����>�O�L�U���L�U�J�V�\�U�[�L�Y�P�U�N��
�H�U���V�I�Z�[�H�J�S�L���[�O�L���)�Y�L�H�R�(�^�H�`���^�P�S�S���Z�^�P�U�N��
�[�O�L���T�H�J�O�P�U�L���I�H�J�R�^�H�Y�K�Z���H�U�K���V�]�L�Y���[�O�L��
�V�I�Z�[�H�J�S�L�����Y�L�[�\�Y�U�P�U�N���[�V���P�[�Z���V�Y�P�N�P�U�H�S���^�V�Y�R�P�U�N��
�W�V�Z�P�[�P�V�U�����V�U�J�L���[�O�L���V�I�Z�[�H�J�S�L���O�H�Z���I�L�L�U��
passed.

Adjustable PTO Speed
�2�\�I�V�[�H���+�4�����������Z�L�Y�P�L�Z���J�V�T�L���M�H�J�[�V�Y�`��
�Ä�[�[�L�K���^�P�[�O���[�O�L���V�W�[�P�V�U���V�M���I�L�P�U�N���V�W�L�Y�H�[�L�K��
with either 540 or 1000 rpm. It requires 
�U�V���H�K�K�P�[�P�V�U�H�S���H�J�J�L�Z�Z�V�Y� �̀����(�S�S���[�O�H�[���P�Z��
�U�L�L�K�L�K���P�Z���Z�P�T�W�S�`���[�V���[�\�Y�U���[�O�L���T�H�P�U��
�N�L�H�Y�I�V�_���V�U���[�O�L���Z�\�Z�W�L�U�Z�P�V�U���������‡��

Lift on Headlands
�3�P�M�[�P�U�N���V�U���O�L�H�K�S�H�U�K�Z���P�Z���L�H�Z�P�S�`���K�V�U�L��
�^�P�[�O�V�\�[���H�J�[�P�]�H�[�P�U�N���[�O�L�������W�V�P�U�[���S�P�U�R�H�N�L��
�V�M���[�O�L���[�Y�H�J�[�V�Y�����(���O�`�K�Y�H�\�S�P�J���J�`�S�P�U�K�L�Y���P�Z��
used for lifting on headlands and turning 
�P�Z���Z�P�T�W�S�L���[�O�H�U�R�Z���[�V���Z�\�I�J�P�L�U�[���N�Y�V�\�U�K��
�J�S�L�H�Y�H�U�J�L�����;�O�L���Z�H�T�L���J�`�S�P�U�K�L�Y���P�Z���\�Z�L�K��
when going into transport position

Adjustable For Any Tractor
�;�O�L���S�P�U�R�H�N�L���W�P�U�Z���V�U���+�4�����������Z�L�Y�P�L�Z���J�H�U��
�I�L���H�K�Q�\�Z�[�L�K���M�V�Y���M�V�\�Y���K�P�H�L�Y�L�U�[���W�V�Z�P�[�P�V�U�Z����
�L�U�Z�\�Y�P�U�N���J�V�T�W�H�[�P�I�P�S�P�[�`���^�P�[�O���H�U�`���[�Y�H�J�[�V�Y����
�(�U�V�[�O�L�Y���H�K�]�H�U�[�H�N�L���P�Z���[�O�H�[���[�O�L���V�]�L�Y�S�H�W��
in combination with a front mounted 
�T�H�J�O�P�U�L���S�P�R�L���+�4�����������V�Y���+�4�����������J�H�U���I�L��
�V�W�[�P�T�P�a�L�K�����[�V���L�U�Z�\�Y�L���[�O�H�[���[�O�L���J�V�T�W�S�L�[�L��
working width on both machines is 
utilized. 

�-�\�Y�[�O�L�Y�T�V�Y�L���[�O�L���T�V�^�P�U�N���\�U�P�[���J�H�U���I�L��
�T�V�\�U�[�L�K���P�U���[�^�V���K�P�H�L�Y�L�U�[���W�V�Z�P�[�P�V�U�Z��
�V�U���[�O�L���Z�\�Z�W�L�U�Z�P�V�U���M�V�Y���L�H�Z�`���Z�L�[�[�P�U�N���V�M��
�V�W�[�P�T�H�S���V�]�L�Y�S�H�W����
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KUBOTA DM4028-DM4032

Built for Any Terrain
�6�\�[�Z�[�H�U�K�P�U�N���N�Y�V�\�U�K���M�V�S�S�V�^�P�U�N���H�I�P�S�P�[� �̀���
�L�H�Z�`���V�W�L�Y�H�[�P�V�U���H�U�K���S�V�^���^�L�P�N�O�[���H�Y�L��
among the highlights of this machine. 
�;�O�L���+�4�����������+�4�����������H�Y�L���J�O�H�Y�H�J�[�L�Y�P�a�L�K��
�I�`���L�_�J�L�S�S�L�U�[���J�\�[�[�P�U�N���W�L�Y�M�V�Y�T�H�U�J�L���H�U�K��
�N�Y�V�\�U�K���M�V�S�S�V�^�P�U�N���H�I�P�S�P�[�`���P�U���H�S�S���[�L�Y�Y�H�P�U����
�,�P�N�O�[���J�V�\�U�[�L�Y���Y�V�[�H�[�P�U�N���K�P�Z�J�Z���L�U�Z�\�Y�L���[�O�H�[��
�J�\�[�[�P�U�N���X�\�H�S�P�[�`���Y�L�T�H�P�U�Z���V�\�[�Z�[�H�U�K�P�U�N����
encouraging rapid regrowth from clean 
stubbles. 

�;�O�P�Z���P�Z���[�O�L���W�L�Y�M�L�J�[���T�H�J�O�P�U�L���M�V�Y���K�H�P�S�`��
grazing in combination with a loader 
�^�H�N�V�U�����Q�V�P�U�L�K���\�W���^�P�[�O���H���Y�L�H�Y���T�V�\�U�[�L�K��
�T�H�J�O�P�U�L�����V�Y���H�Z���W�H�Y�[���V�M���H���I�\�[�[�L�Y�Å�`��
combination.

�>�P�[�O���H���^�V�Y�R�P�U�N���^�P�K�[�O���V�M�����������������T���H�U�K�� 
�H�U���V�W�L�Y�H�[�P�U�N���^�L�P�N�O�[���V�M���V�U�S�`�����������������R�N����
�+�4�����������H�U�K���+�4�����������Y�L�X�\�P�Y�L�� 
as little as 45 hp to operate. Run in a 
�J�V�T�I�P�U�H�[�P�V�U���^�P�[�O���H���������T���V�U���[�O�L���Y�L�H�Y����

READY FOR ANY TERRAIN

�^�V�\�S�K���N�P�]�L���`�V�\���H���T�V�^�P�U�N���J�V�T�I�P�U�H�[�P�V�U��
�J�H�W�H�I�S�L���V�M���L�H�V�Y�[�S�L�Z�Z�S�`���O�H�U�K�S�P�U�N���\�W���[�V��
�������T���J�Y�V�W��

Responsive Mowing
�;�O�L���]�L�Y�`���Y�L�Z�W�V�U�Z�P�]�L���R�P�U�L�T�H�[�P�J�Z��
associated with the headstock design 
�^�P�S�S���Z�[�L�W���P�U���^�O�L�U���L�U�J�V�\�U�[�L�Y�P�U�N���L�]�L�U���[�O�L��
smallest obstacles during operation. To 
�V�H�L�Y���T�H�_�P�T�\�T���W�Y�V�[�L�J�[�P�V�U���H�U�K���S�L�Z�Z�L�U���[�O�L��
�Z�O�V�J�R���S�V�H�K�Z���V�U���[�O�L���J�V�T�W�S�L�[�L���T�H�J�O�P�U�L����

• 2.8-3.2m working width.
• BreakAway solution. 
• Flexible swath width. •
• 750/1000 rpm gearbox.
• Excellent ground adaptation.
• Fully welded Kubota cutterbar with triangular discs.
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By switching driveline pulleys changing from 

standard PTO speed of 1000 rpm to 750 

rpm is possible.

Good view of the machine from the tractor 
cabin.

Easy access to the cutterbar with foldable 
front and side guards.

The machine is standard equipped with two 
swath discs, allowing a swath width of 2.2-
2.4m.

FOR ANY TERRAIN

�[�O�L���J�\�[�[�L�Y�I�H�Y���^�P�S�S���T�V�]�L���I�H�J�R�^�H�Y�K�Z���H�U�K��
�\�W�����S�L�[�[�P�U�N���H�U�`���V�I�Z�[�H�J�S�L���W�H�Z�Z���^�P�[�O�V�\�[���Y�P�Z�R��
of damage.

Excellent Serviceability
�+�4�����������Z�L�Y�P�L�Z���O�H�Z���V�\�[�Z�[�H�U�K�P�U�N���Z�L�Y�]�P�J�L��
�H�J�J�L�Z�Z���[�V���[�O�L���J�\�[�[�L�Y�I�H�Y�����^�O�P�J�O���P�Z���H�U��
�H�K�]�H�U�[�H�N�L���J�V�T�W�H�Y�L�K���[�V���T�V�Z�[���V�[�O�L�Y��
�T�H�J�O�P�U�L�Z���^�P�[�O���H���Å�L�_�P�I�S�L���Z�\�Z�W�L�U�Z�P�V�U����
�,�]�L�U���^�O�L�U���[�O�L���T�H�J�O�P�U�L���P�Z���Y�H�P�Z�L�K�����`�V�\��
�J�H�U���V�W�L�U���[�O�L���L�U�[�P�Y�L���M�Y�V�U�[���J�V�]�L�Y����

Two-Speed Driveline
Standard PTO speed is 1000 rpm. 
�/�V�^�L�]�L�Y���I�`���Z�P�T�W�S�`���Z�^�P�[�J�O�P�U�N���K�Y�P�]�L�S�P�U�L��
�W�\�S�S�L�`�Z�������������Y�W�T�� �M�V�Y���Y�L�K�\�J�L�K���M�\�L�S��
�J�V�U�Z�\�T�W�[�P�V�U���J�H�U���I�L���H�J�O�P�L�]�L�K�����;�O�P�Z��
makes it possible to maintain the 
�J�V�Y�Y�L�J�[���7�;�6���Z�W�L�L�K�����I�\�[���\�Z�P�U�N���Y�L�K�\�J�L�K��
�L�U�N�P�U�L���Y�L�]�Z�����J�Y�L�H�[�P�U�N���H�U���V�W�W�V�Y�[�\�U�P�[�`���M�V�Y��
�S�V�^�L�Y���M�\�L�S���J�V�U�Z�\�T�W�[�P�V�U�����(�U���P�U�U�V�]�H�[�P�]�L��
�Z�V�S�\�[�P�V�U���Z�V�S�]�P�U�N���[�O�L���W�Y�V�I�S�L�T���V�M���M�Y�V�U�[��
�7�;�6���Z�`�Z�[�L�T�Z���U�V�[���V�H�L�Y�P�U�N���H�U���L�J�V�U�V�T�`��
speed.
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KUBOTA DM4032S

DM4032S Covers it All 
�;�O�P�Z���P�Z���[�O�L���Ä�Y�Z�[���M�Y�V�U�[���K�P�Z�J���T�V�^�L�Y���^�P�[�O���H�U��
�H�J�[�P�]�L�S�`���K�Y�P�]�L�U���Z�^�H�[�O���M�V�Y�T�L�Y�����K�L�Z�P�N�U�L�K��
for both narrow swathing and wide 
�Z�W�Y�L�H�K�P�U�N�����*�O�H�U�N�P�U�N���I�L�[�^�L�L�U���K�P�H�L�Y�L�U�[��
�Z�^�H�[�O���^�P�K�[�O�Z���P�Z���P�U�[�\�P�[�P�]�L�S�`���K�V�U�L���P�U���]�L�Y�`��
�S�P�[�[�S�L���[�P�T�L���¶���U�V���[�V�V�S�Z���Y�L�X�\�P�Y�L�K�����:�P�T�W�S�`��
release the locks on each swath board 
and swipe them to the requested swath 
�^�P�K�[�O�����-�V�Y���^�P�K�L���Z�W�Y�L�H�K�P�U�N���[�O�L���I�V�H�Y�K�Z��
are released and positioned on top of 
the mower.

A Machine for Any Application
�+�4���������:���^�P�S�S���^�V�Y�R���^�L�S�S���P�U���H���U�\�T�I�L�Y��
�V�M���K�P�H�L�Y�L�U�[���Z�L�[�[�P�U�N�Z�����0�U���J�V�T�I�P�U�H�[�P�V�U��
�^�P�[�O���Y�L�H�Y���T�V�\�U�[�L�K���T�V�^�L�Y�Z�����H�Z���H���Z�P�U�N�S�L��
�T�H�J�O�P�U�L�����V�Y���Q�V�P�U�L�K���\�W���^�P�[�O���H���S�V�H�K�L�Y��
�^�H�N�V�U�����>�P�[�O���^�P�K�[�O�Z���H�Z���U�H�Y�Y�V�^���H�Z�����������T����
the swaths will pass between the wheels 
�V�M���L�]�L�U���Z�T�H�S�S�L�Y���[�Y�H�J�[�V�Y�Z�����S�L�H�]�P�U�N���H�U��
�\�U�[�V�\�J�O�L�K���Z�^�H�[�O���[�O�H�[���P�Z���W�P�J�R�L�K���\�W���L�H�Z�P�S�`��
�I�`���[�O�L���S�V�H�K�L�Y���^�H�N�V�U����

RECONCEPTUALIZING SW

�;�O�L���H�K�Q�\�Z�[�H�I�S�L���Z�^�H�[�O���^�P�K�[�O���H�S�S�V�^�Z���`�V�\��
to set the correct width in accordance 
with crop and weather conditions. As 
�[�O�L���J�Y�V�W���P�Z���K�Y�`�P�U�N���K�\�Y�P�U�N���H���S�V�U�N���K�H�`��
�V�M���T�V�^�P�U�N�����[�O�L���Z�^�H�[�O���^�P�K�[�O���J�H�U���I�L��
�H�K�Q�\�Z�[�L�K���M�Y�V�T���I�L�P�U�N���U�H�Y�Y�V�^���H�[���[�O�L���Z�[�H�Y�[��
�V�M���[�O�L���K�H�`���[�V���I�L�P�U�N���^�P�K�L�Y���K�\�Y�P�U�N���[�O�L���K�H� �̀���
�[�V���L�U�Z�\�Y�L���J�V�Y�Y�L�J�[���H�U�K���L�]�L�U���T�V�P�Z�[�\�Y�L��
�S�L�]�L�S���P�U���[�O�L���J�Y�V�W����

Preparing a Clean and Airy Swath
�;�O�L���H�J�[�P�]�L�S�`���K�Y�P�]�L�U���H�\�N�L�Y���N�\�P�K�L�Z���L�]�L�U��

• Patented actively driven swath former.
• 3 different swath widths (1.00, 1.15 and 1.30m).
• Easy and intuitive setting of swath widths.
• Low weight – low power consumption.
• Two speed gearbox 750/1000 rpm.
• Excellent ground adaptation range.
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Swath width is easily changed by simply 
unlocking the swath plates and sliding them 
to the requested position.

Two speed driveline is standard on 
DM4032S. Standard speed is 1000 rpm. 
By switching driveline pulleys 750 rpm, for 
reduced fuel consumption, is possible.

The auger is driven by a small gearbox with 
an additional power requirement of only 
5hp.

Actively driven swath former, producing 
even, box-shaped swaths.

ALIZING SWATHING

�O�P�N�O���]�V�S�\�T�L�Z���V�M���J�Y�V�W���[�V�^�H�Y�K�Z���[�O�L��
�J�L�U�[�Y�L���V�M���[�O�L���T�V�^�L�Y�����S�L�H�]�P�U�N���H���U�P�J�L����
�I�V�_���Z�O�H�W�L�K���Z�^�H�[�O�����*�Y�V�W���P�Z���P�T�T�L�K�P�H�[�L�S�`��
�T�V�]�L�K���H�^�H�`���M�Y�V�T���[�O�L���K�P�Z�J�Z�����P�U�]�P�[�P�U�N���M�V�Y��
�L�_�J�L�S�S�L�U�[���J�\�[�[�P�U�N���W�L�Y�M�V�Y�T�H�U�J�L�����,�H�J�O���Z�P�K�L��
of the auger is working in combination 
�^�P�[�O���H���N�\�P�K�L���W�S�H�[�L���[�O�H�[���L�I�J�P�L�U�[�S�`��
�[�Y�H�U�Z�W�V�Y�[�Z���[�O�L���J�Y�V�W���[�V���[�O�L���T�P�K�K�S�L����
�^�P�[�O�V�\�[���H�U�`���J�Y�V�W���S�V�Z�Z���V�Y���J�V�U�[�H�T�P�U�H�[�P�V�U��
�V�M�[�L�U���Z�L�L�U���M�Y�V�T���Z�`�Z�[�L�T�Z���H�W�W�S�`�P�U�N���Z�^�H�[�O��
�^�O�L�L�S�Z�����+�4���������:���K�V�L�Z���U�V�[���Q�\�Z�[���T�V�]�L��
�[�^�V���Z�^�H�[�O�Z���U�L�_�[���[�V���L�H�J�O���V�[�O�L�Y���S�P�R�L��

�[�Y�H�K�P�[�P�V�U�H�S���K�Y�\�T���T�V�^�L�Y�Z�����I�\�[���W�S�H�J�L�Z��
�[�O�L���J�Y�V�W���P�U�[�V���V�U�L���L�]�L�U���H�U�K���H�P�Y�`���Z�^�H�[�O����
�Z�P�N�U�P�Ä�J�H�U�[�S�`���Z�W�L�L�K�P�U�N���\�W���[�O�L���K�Y�`�P�U�N��
process. 

Excellent Adaptation Range
�1�\�Z�[���S�P�R�L���[�O�L���Z�[�H�U�K�H�Y�K���+�4������������
�+�4���������:���Z�O�V�^�Z���H�U���P�T�W�Y�L�Z�Z�P�]�L��
�H�K�H�W�[�H�[�P�V�U���Y�H�U�N�L���V�M���������T�T���\�W�^�H�Y�K�Z��
�H�U�K���������T�T���K�V�^�U�^�H�Y�K�Z�����L�U�Z�\�Y�P�U�N��
�L�_�J�L�S�S�L�U�[���J�\�[�[�P�U�N���X�\�H�S�P�[�`���P�U���L�]�L�U���]�L�Y�`��
�K�P�I�J�\�S�[���J�P�Y�J�\�T�Z�[�H�U�J�L�Z����

�-�\�L�S���,�M�Ä�J�P�L�U�[���:�V�S�\�[�P�V�U
�+�4���������:���P�Z���K�Y�P�]�L�U���M�Y�V�T���[�O�L���[�V�W���I�`���H��
�Z�P�T�W�S�L���I�\�[���L�I�J�P�L�U�[���K�Y�P�]�L�S�P�U�L�����(���Z�T�H�S�S��
�N�L�H�Y�I�V�_���J�V�U�U�L�J�[�L�K���[�V���[�O�L���T�H�P�U���N�L�H�Y�I�V�_��
�K�Y�P�]�L�Z���[�O�L���H�\�N�L�Y���]�P�H���H���=���I�L�S�[�����;�O�P�Z���K�L�Z�P�N�U��
combined with the auger design means 
that an additional power requirement 
�V�M���V�U�S�`�����O�W���P�Z���U�L�L�K�L�K���[�V���Y�\�U���[�O�L���H�\�N�L�Y����
�0�U���[�V�[�H�S���[�O�L���H�\�N�L�Y�����P�U�J�S�\�K�P�U�N���K�Y�P�]�L�S�P�U�L����
�H�K�K�Z���H�W�W�Y�V�_�P�T�H�[�L�S�`���������R�N���[�V���[�O�L���T�V�^�L�Y����
�S�L�H�]�P�U�N���[�V�[�H�S���^�L�P�N�O�[���H�Z���S�V�^���H�Z���������R�N���H�U�K��
�H���W�V�^�L�Y���Y�L�X�\�P�Y�L�T�L�U�[���V�M���V�U�S�`�������O�W��

Adjustable Swath Widths                
�>�P�[�O���[�O�L���V�W�[�P�V�U���V�M�������K�P�H�L�Y�L�U�[���Z�^�H�[�O��
�^�P�K�[�O�Z�����������������������������H�U�K�����������T�����H�U�K���^�P�K�L��
�Z�W�Y�L�H�K�P�U�N���\�W���[�V�����������T�����[�O�P�Z���T�H�J�O�P�U�L��
�V�H�L�Y�Z���L�_�H�J�[�S�`���[�O�L���Å�L�_�P�I�P�S�P�[�`���[�O�H�[���T�V�Z�[��
�M�H�Y�T�L�Y�Z���H�Y�L���S�V�V�R�P�U�N���M�V�Y�����5�H�Y�Y�V�^���Z�^�H�[�O�Z��
that will go well in-between the tractor 
�^�O�L�L�S�Z�����V�Y���^�P�K�L���Z�W�Y�L�H�K�P�U�N���M�V�Y���M�H�Z�[���^�P�S�[�P�U�N��
of crop.
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KUBOTA DM4028-DM4032-DM4032S

PROGRESSIVE SUSPENSION DESIGN

An adaptation range of 430mm upwards and 210mm downwards ensures untroubled ground following.

Kubota Ground Following System
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Remarkable Adaptation Range
DM4000 and DM4000S series machines 
�H�Y�L���L�_�J�L�W�[�P�V�U�H�S�S�`���^�L�S�S���H�K�H�W�[�L�K���[�V��
�]�H�Y�`�P�U�N���Ä�L�S�K���J�V�U�K�P�[�P�V�U�Z���H�U�K���J�V�U�[�V�\�Y�Z����
At standards settings the cutterbar has 
�H���Y�L�T�H�Y�R�H�I�S�L���������T�T���\�W�^�H�Y�K�Z���H�U�K��
�������T�T���K�V�^�U�^�H�Y�K�Z���H�K�H�W�[�H�[�P�V�U���Y�H�U�N�L����
�P�U���J�V�T�I�P�U�H�[�P�V�U���^�P�[�O���[�Y�H�U�Z�]�L�Y�Z�L���W�P�]�V�[�P�U�N��
range of 17°. This wide spectrum allows 
the machine to follow the ground in 
�H�S�S���J�V�U�K�P�[�P�V�U�Z���^�P�[�O�V�\�[���V�]�L�Y�S�V�H�K�P�U�N���[�O�L��
cutterbar.

Unrestricted Movement
There is no wearing on the front 
�S�P�U�R�H�N�L���V�M���[�O�L���[�Y�H�J�[�V�Y�����H�Z���[�O�L���P�U�[�L�N�Y�H�[�L�K��
suspension design does not require 
�H���Å�L�_�P�I�S�L���M�Y�V�U�[���S�P�U�R�H�N�L�������[�O�L���Y�L�S�H�[�P�]�L��
�T�V�]�L�T�L�U�[�Z���H�Y�L���K�V�U�L���I�`���[�O�L���T�H�J�O�P�U�L��
�P�[�Z�L�S�M�����;�O�P�Z���H�S�Z�V���T�L�H�U�Z���[�O�H�[���`�V�\���H�Y�L��
�U�V�[���Y�L�Z�[�Y�P�J�[�L�K���I�`���[�O�L���S�P�T�P�[�L�K���Å�L�_�P�I�P�S�P�[�`��
�[�`�W�P�J�H�S�S�`���V�Y�P�N�P�U�H�[�P�U�N���M�Y�V�T���[�O�L���M�Y�V�U�[��
linkage.

Easy Operation of the Machine
�*�V�Y�Y�L�J�[���Z�L�[�[�P�U�N���V�M���[�O�L���T�H�J�O�P�U�L���P�Z���]�L�Y�`��
�\�Z�L�Y���M�Y�P�L�U�K�S� �̀����;�O�L���M�Y�V�U�[���S�P�U�R�H�N�L���P�Z���Z�L�[���[�V��
�H���Z�W�L�J�P�Ä�L�K���O�L�P�N�O�[���H�U�K���[�O�L���T�V�^�L�Y���\�U�P�[��
�P�Z���V�W�L�Y�H�[�L�K���I�`���H���Z�L�W�H�Y�H�[�L���O�`�K�Y�H�\�S�P�J��
�J�`�S�P�U�K�L�Y���P�U�[�L�N�Y�H�[�L�K���P�U���[�O�L���Z�\�Z�W�L�U�Z�P�V�U����
�.�Y�V�\�U�K���W�Y�L�Z�Z�\�Y�L���P�Z���W�Y�V�]�P�K�L�K���I�`���[�^�V��
�Z�W�Y�P�U�N�Z���H�U�K���J�\�[�[�P�U�N���X�\�H�S�P�[�`���P�Z���H�S�^�H�`�Z��
�L�_�J�L�S�S�L�U�[���K�\�L���[�V���2�\�I�V�[�H�»�Z���[�O�Y�L�L���I�S�H�K�L�K��
discs.

The mowing unit moves independently from the front linkage, ensuring the best possible 
pattern of movement and the transverse adaptation sets the standard in this segment.

Two springs provide excellent ground 
following ability.

A BreakAway solution, integrated in the 
headstock, helps clear obstacles.

PROGRESSIVE SUSPENSION DESIGN
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NonStop BreakAway.

The DM3300 Range                
Kubota offers a centre mounted 
�W�S�H�P�U���K�P�Z�J���T�V�^�L�Y���^�P�[�O���H���O�`�K�Y�H�\�S�P�J�H�S�S�`��
suspended design in three working 
�^�P�K�[�O�Z���V�M���������������������H�U�K���������T�����(�S�S��
�+�4�����������T�V�K�L�S�Z���H�Y�L���M�P�[�[�L�K���^�P�[�O���[�O�L��
�M�\�S�S�`���^�L�S�K�L�K�����2�\�I�V�[�H���J�\�[�[�L�Y�I�H�Y�����^�P�[�O��
�H�U���L�]�L�U���U�\�T�I�L�Y���V�M���J�V�\�U�[�L�Y���Y�V�[�H�[�P�U�N��
�K�P�Z�J�Z���M�V�Y���H���^�P�K�L�Y���V�]�L�Y�S�H�W�����H�U�K���L�_�J�L�S�S�L�U�[��
cutting results in all conditions. Special 
�L�M�M�V�Y�[�Z���O�H�]�L���I�L�L�U���T�H�K�L���[�V���T�H�R�L���K�H�P�S�`��
�V�W�L�Y�H�[�P�V�U���H�Z���L�H�Z� �̀����Z�[�Y�H�P�N�O�[�M�V�Y�^�H�Y�K���H�U�K��
�L�M�M�L�J�[�P�]�L���H�Z���W�V�Z�Z�P�I�S�L��

HEAVY DUTY DESIGN – HIGH OUTPUT

Centre mounted suspension for even weight 

distribution and fast adaptation to ground 

contours.

Direct drive from the gearbox to the first 
disc for efficient power transmission.

• 3.2-4.0m working width.
• Hydraulic suspension 
• Centre suspension for even weight distribution  

and quick reactions to changes in contours.
• Integrated NonStop BreakAway system protecting  

the cutterbar.
• 15º upwards and downwards mowing operation range.
• Fully welded Kubota cutterbar with triangular discs.

KUBOTA DM3332-DM3336-DM3340
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Hydraulic Suspension                
�;�O�L���+�4�����������Y�H�U�N�L���P�Z���K�L�Z�P�N�U�L�K���^�P�[�O��
�H���O�`�K�Y�H�\�S�P�J���Z�\�Z�W�L�U�Z�P�V�U���[�O�H�[���V�H�L�Y�Z��
�P�T�W�Y�V�]�L�K���N�Y�V�\�U�K���H�K�H�W�[�H�[�P�V�U�����;�O�L��
ground pressure of the mowing unit 
�P�Z���L�H�Z�P�S�`���H�K�Q�\�Z�[�L�K�����[�V���H�S�S�V�^���H�K�H�W�[�H�[�P�V�U��
�[�V���]�H�Y�`�P�U�N���Ä�L�S�K���J�V�U�K�P�[�P�V�U�Z�����L�U�Z�\�Y�P�U�N��
�H�U���L�]�L�U���J�\�[�[�P�U�N���O�L�P�N�O�[�����;�O�L���N�Y�V�\�U�K��
�W�Y�L�Z�Z�\�Y�L���P�Z���J�V�U�[�P�U�\�V�\�Z�S�`���H�U�K���X�\�P�J�R�S�`��
�H�K�H�W�[�H�I�S�L�����I�`���\�Z�P�U�N���[�O�L���S�L�]�L�Y���V�U���[�O�L��
suspension.

Superb Ground Adaptation
The perfect ground pressure is set using 
�H���[�^�V���J�O�H�T�I�L�Y���O�`�K�Y�H�\�S�P�J���J�`�S�P�U�K�L�Y���H�U�K��
�H���O�`�K�Y�H�\�S�P�J���]�H�S�]�L�����;�O�L���J�\�Y�Y�L�U�[���N�Y�V�\�U�K��
�W�Y�L�Z�Z�\�Y�L���P�Z���P�U�K�P�J�H�[�L�K���V�U���[�O�L���T�H�U�V�T�L�[�L�Y����
which is mounted on the machine.

VY DUTY DESIGN – HIGH OUTPUT

For transport the mower is swung 
hydraulically into horizontal position behind 
the tractor. Fast and easy conversion, with 
no need to leave the tractor.

Hydraulic setting of ground pressure.

IMPROVED GROUND ADAPTATION

Obvious Advantages
The machines are suspended in the 
�J�L�U�[�Y�L���V�M���N�Y�H�]�P�[�`���V�M�M�L�Y�P�U�N���Z�L�]�L�Y�H�S��
�H�K�]�H�U�[�H�N�L�Z�����;�O�L���H�K�]�H�U�[�H�N�L�Z���P�U�J�S�\�K�L��
equal ground pressure and fast 
�H�K�H�W�[�H�[�P�V�U���[�V���]�H�Y�`�P�U�N���M�P�L�S�K���J�V�U�[�V�\�Y�Z����
�;�O�L�Z�L���M�L�H�[�\�Y�L�Z���M�H�J�P�S�P�[�H�[�L���H���J�S�L�H�U�L�Y���J�\�[����
better protection of the stubble and in 
�H�K�K�P�[�P�V�U���H�U���P�T�W�Y�V�]�L�K���M�\�L�S���L�J�V�U�V�T� �̀����H�Z��
well as less skid wear.

NonStop BreakAway
�;�O�L���+�4�����������Z�L�Y�P�L�Z���P�Z���Ä�[�[�L�K���^�P�[�O��
�H�U���H�\�[�V�T�H�[�P�J���5�V�U�:�[�V�W���)�Y�L�H�R�(�^�H�`��
�Z�`�Z�[�L�T���[�V���W�Y�V�[�L�J�[���[�O�L���J�\�[�[�L�Y�I�H�Y�����0�M��
�H�U���V�I�Z�[�Y�\�J�[�P�V�U���P�Z���O�P�[���P�U���[�O�L���M�P�L�S�K�����[�O�L��
mowing section will swing backwards 
�H�U�K���\�W�����;�O�P�Z���N�P�]�L�Z���T�H�_�P�T�\�T���W�Y�V�[�L�J�[�P�V�U��
of the cutterbar. There is no need 
�[�V���Z�[�V�W�������V�Y���[�V���Y�L�]�L�Y�Z�L���[�O�L���[�Y�H�J�[�V�Y����
to get the mowing unit into working 
position again - the cutting section 
�^�P�S�S���H�\�[�V�T�H�[�P�J�H�S�S�`���Y�L�[�\�Y�U���[�V���P�[�Z���V�Y�P�N�P�U�H�S��
working position.

Flexible Mowing on Slopes
�;�O�L���K�L�Z�P�N�U���V�M���[�O�L���Z�\�Z�W�L�U�Z�P�V�U�����^�P�[�O��
�H�U���L�_�[�Y�H���W�P�]�V�[�P�U�N���W�V�P�U�[�����H�S�S�V�^�Z���N�Y�L�H�[�L�Y��
�Å�L�_�P�I�P�S�P�[�`���P�U���[�O�L���^�V�Y�R�P�U�N���Y�H�U�N�L�����L�U�H�I�S�P�U�N��
mower operation at 15º upward or 
�K�V�^�U�^�H�Y�K���H�U�N�S�L�Z�����;�O�P�Z���V�H�L�Y�Z���N�Y�L�H�[��
�H�K�]�H�U�[�H�N�L�Z���^�O�L�U���^�V�Y�R�P�U�N���V�U���O�P�S�S�Z�P�K�L�Z��
�V�Y���H�S�V�U�N���K�P�[�J�O�L�Z�����H�U�K���H�S�Z�V���T�H�R�L�Z���P�[��
�L�H�Z�P�L�Y���[�V���T�H�U�V�L�\�]�Y�L���[�O�L���T�H�J�O�P�U�L���V�U��
headlands.

Easy Lift on Headland
�+�4�����������Z�L�Y�P�L�Z���P�Z���L�H�Z�P�S�`���K�V�U�L���]�P�H���H��
�O�`�K�Y�H�\�S�P�J���J�`�S�P�U�K�L�Y�����^�O�P�J�O���T�L�H�U�Z���[�O�L�Y�L��
�P�Z���U�V���U�L�L�K���[�V���H�J�[�P�]�H�[�L���[�O�L���[�Y�H�J�[�V�Y�Z�����W�[��
�S�P�U�R�H�N�L�����(�Z���[�O�L���7�;�6���Z�[�H�`�Z���P�U���[�O�L���Z�H�T�L��
�W�V�Z�P�[�P�V�U�����]�P�I�Y�H�[�P�V�U�Z���P�U���[�O�L���[�Y�H�U�Z�T�P�Z�Z�P�V�U��
�H�Y�L���L�S�P�T�P�U�H�[�L�K�����P�T�W�S�`�P�U�N���S�L�Z�Z���^�L�H�Y���V�U��
tractor and machine.

Excellent Power Transmission
�+�4�����������Z�L�Y�P�L�Z���T�H�J�O�P�U�L�Z���H�Y�L���L�X�\�P�W�W�L�K��
�^�P�[�O���H���K�P�Y�L�J�[���K�Y�P�]�L���Z�`�Z�[�L�T���M�Y�V�T���[�O�L��
�N�L�H�Y�I�V�_���[�V���[�O�L���M�P�Y�Z�[���K�P�Z�J�����;�O�P�Z���L�U�Z�\�Y�L�Z��
an efficient power transmission and 
�H�S�S�V�^�Z���`�V�\���[�V���[�H�R�L���M�\�S�S���H�K�]�H�U�[�H�N�L���V�M���[�O�L��
whole width of the cutterbar.
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Easily Operated, Durable Machines
The Kubota DM2000 models are 
�S�P�N�O�[�^�L�P�N�O�[�����Z�P�T�W�S�L���T�V�^�L�Y�Z���^�P�[�O���H��
�J�V�T�W�H�J�[���I�\�[���K�\�Y�H�I�S�L���K�L�Z�P�N�U�����M�V�Y��
�T�H�_�P�T�\�T���V�\�[�W�\�[���H�[���H���J�V�T�W�L�[�P�[�P�]�L���W�Y�P�J�L����
�;�O�L�`���H�Y�L���V�H�L�Y�L�K���P�U���^�V�Y�R�P�U�N���^�P�K�[�O�Z���V�M��
�������������������H�U�K���������T�����;�O�L���2�\�I�V�[�H���J�\�[�[�L�Y�I�H�Y��
�^�P�[�O���[�Y�P�H�U�N�\�S�H�Y���K�P�Z�J�Z���L�U�Z�\�Y�L�Z���J�V�U�[�P�U�\�V�\�Z����
�O�P�N�O���X�\�H�S�P�[�`���J�\�[�[�P�U�N���W�L�Y�M�V�Y�T�H�U�J�L����
�L�Z�W�L�J�P�H�S�S�`���P�U���K�P�I�J�\�S�[���J�Y�V�W���J�V�U�K�P�[�P�V�U�Z��

Powerful Drive
The mowers are equipped with a 
�W�V�^�L�Y�M�\�S���H�U�K���Å�L�_�P�I�S�L���Z�W�Y�P�U�N���S�V�H�K�L�K��
�=���I�L�S�[���K�Y�P�]�L�����(�Z���[�O�L���I�L�S�[���S�V�V�Z�L�U�Z�����[�O�L��
�Z�W�Y�P�U�N���W�\�Z�O�L�Z���[�O�L���K�Y�P�]�L���^�O�L�L�S���V�\�[�^�H�Y�K�Z����
�H�\�[�V�T�H�[�P�J�H�S�S�`���[�L�U�Z�P�V�U�P�U�N���[�O�L���I�L�S�[��

Flexible Suspension
�2�\�I�V�[�H���+�4�����������T�V�K�L�S�Z���V�H�L�Y���H���]�L�Y�`��
�Å�L�_�P�I�S�L���Z�\�Z�W�L�U�Z�P�V�U�����L�U�Z�\�Y�P�U�N���V�W�[�P�T�H�S��
ground contour following. Due to the 
�Å�L�_�P�I�S�L���Z�\�Z�W�L�U�Z�P�V�U�����[�O�L���T�V�^�L�Y�Z���H�Y�L��
�L�_�J�L�W�[�P�V�U�H�S�S�`���^�L�S�S���Z�\�P�[�L�K���M�V�Y���^�V�Y�R���V�U��
�Z�S�V�W�L�Z���H�U�K���P�U���O�P�S�S�`���J�V�U�K�P�[�P�V�U�Z�����^�P�[�O���H�U��
�V�W�L�Y�H�[�P�U�N���H�U�N�S�L���V�M�������‡���\�W���H�U�K���K�V�^�U��

• 2.4-2.8-3.2m working width.
• Mowing on slopes +/- 35°.
• NonStop BreakAway.
• Spring loaded V-belt drive.
• Easy setting of ground pressure.
• Fully welded Kubota cutterbar with triangular discs.

EXCELLENT PRICE TO OUTPUT RA
KUBOTA DM2024-DM2028-DM2032
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For transport the machine is folded hydrau -

lically from the tractor cab to the vertical 

transport position well behind the tractor, 

ensuring a stable and steady transport.

Four v-belts ensure excellent transfer of 

power.

Kubota DM2000 series can pivot 35° up and 

down without any adjustment.

The linkage pins are easily adjusted to 
match the tractor width, which enables the 
mower to cut to its´ full working width.

Lift on headlands via a hydraulic cylinder – 
no use of the 3-pt hitch is needed.

Swath disc is available as option.

TO OUTPUT RATIO
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KUBOTA DM1017-DM1022-DM1024

Kubota DM1000 series:
• 1.7-2.2-2.4m working width
• Fully welded cutterbar
• Spring loaded BreakAway
• Vertical transport position
• Compact build for smaller tractors
• One-key shear protection on each individual 

cutting disc  

PRODUCTIVITY IN A SIMPLE P

Easy lift on headland. Spring loaded BreakAway. Safe and narrow transport solution. It is 

not necesary to raise the tarp for transport 

position. Just fold & go!
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Spring Loaded BreakAway                 
�>�O�L�U���H�U���V�I�Z�[�H�J�S�L���P�Z���L�U�J�V�\�U�[�L�Y�L�K�����[�O�L��
mower swings backwards to protect 
�[�O�L���J�\�[�[�L�Y�I�H�Y�����)�`���Y�L�]�L�Y�Z�P�U�N���[�O�L���T�V�^�L�Y���P�Z��
reset into working position.

Fast Lifting On Headland                
�;�O�L���T�V�^�L�Y���P�Z���L�H�Z�P�S�`���S�P�M�[�L�K���]�P�H���H���O�`�K�Y�H�\�S�P�J��
�J�`�S�P�U�K�L�Y���^�P�[�O�V�\�[���H�J�[�P�]�H�[�P�U�N���[�O�L���[�Y�H�J�[�V�Y�»�Z��
���W�[���S�P�U�R�H�N�L�����;�O�L���H�K�]�H�U�[�H�N�L���P�Z���S�L�Z�Z���^�L�H�Y��
�V�U���[�Y�H�J�[�V�Y���H�U�K���T�H�J�O�P�U�L�����H�Z���[�O�L���7�;�6��

�Z�[�H�`�Z���P�U���[�O�L���Z�H�T�L���W�V�Z�P�[�P�V�U�����T�P�U�P�T�P�a�P�U�N��
�]�P�I�Y�H�[�P�V�U�Z���P�U���[�O�L���[�Y�H�U�Z�T�P�Z�Z�P�V�U��

Transport Solution               
�>�O�L�U���P�U���[�Y�H�U�Z�W�V�Y�[�����[�O�L���T�V�^�L�Y�Z���H�Y�L��
�M�V�S�K�L�K���[�V���H���]�L�Y�[�P�J�H�S���W�V�Z�P�[�P�V�U���^�L�S�S���I�L�O�P�U�K��
�[�O�L���[�Y�H�J�[�V�Y�����;�O�L���J�L�U�[�L�Y���V�M���N�Y�H�]�P�[�`���P�Z���J�S�V�Z�L��
�[�V���[�O�L���[�Y�H�J�[�V�Y�����^�O�P�J�O���L�U�Z�\�Y�L�Z���L�_�J�L�S�S�L�U�[��
weight distribution and transport 
�Z�[�H�I�P�S�P�[� �̀�

A SIMPLE PACKAGE
Easy Operation
The new Kubota DM1000 series features 
�H���U�L�^���O�L�H�]�`���K�\�[�`���2�\�I�V�[�H���J�\�[�[�L�Y�I�H�Y����
which is designed for low maintenance 
�H�U�K���X�\�P�L�[���V�W�L�Y�H�[�P�V�U�������;�O�L���M�\�S�S�`���^�L�S�K�L�K��
�J�\�[�[�L�Y�I�H�Y���^�P�[�O���V�]�L�Y�S�H�W�W�P�U�N���*���J�O�H�U�U�L�S�Z��
�O�H�Z���H���Y�P�N�P�K���H�U�K���Z�[�\�Y�K�`���J�V�U�Z�[�Y�\�J�[�P�V�U����
�L�U�Z�\�Y�P�U�N���H���]�L�Y�`���O�P�N�O���S�L�]�L�S���V�M���K�\�Y�H�I�P�S�P�[� �̀�

The Kubota cutterbar has a high oil 
�J�H�W�H�J�P�[� �̀����L�U�Z�\�Y�P�U�N���H���S�V�^���^�V�Y�R�P�U�N��
�[�L�T�W�L�Y�H�[�\�Y�L�������;�O�L���S�V�U�N���J�\�Y�]�L�K���N�L�H�Y��
�^�O�L�L�S�Z���Y�\�U���Z�T�V�V�[�O�S�`���P�U���V�P�S���H�U�K���W�Y�V�]�P�K�L��
optimal power transmission with little 
slack.

Hitch is very easy to attach. 

Kubota DM1017 -  

1.7m working width.

Kubota DM1022 –  

2.2m working width.

Kubota DM1024 – 

2.4m working width.
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Kubota Models  DM1017 DM1022 DM1024 DM2024 DM2028 DM2032 DM3028 DM3032

Dimensions & Weight

Cutting Width (m) 1.7 2.2 2.4 2.4 2.8 3.2 2.8 3.2

Weight, approx (kg) 435 455 580 604 610 684 810 840

Transport width (m) 1.2 1.2 1.2 1.4 1.4 1.4 2.3 2.3

Attachment to Tractor

Hitch (CAT) 2 2 2 2 2 2 2/3 2/3

PTO (RPM) 540 540 540 540 540 540 540/1000 540/1000

Min. PTO horsepower req. (KW/hp) 26/36 31/42 34/46 33/45 37/50 40/55 37/50 40/55

Operation

Number of discs and blades 4/12 6/18 6/18 6/18 8/24 8/24 8/24 8/24

Remotes 1 1 1 1 1 1 1 1 

Cutterbar operating range ° -45/+45 -45/+45 -45/+45 -35/+35 -35/+35 -35/+35 -15/+15 -15/+15

Stubble height (mm) 30-60 30-60 30-60 30-60 30-60 30-60 30-60 30-60

Other Features

BreakAway • • • - - - - -

NonStop BreakAway - - - • • • • •

Overrun clutch • • • • • • • •

Friction clutch - - - - - - • •

Optional Equipment

Hydr. ground pressure setting - - - - - - o o

Swath boards (RH / LH) • / o • / o • / o o / o o / o o / o - / - - / -

Swath discs (RH / LH) o / - o / - o / - o / - o / - o / - • / o • / o

High skids +20/+40/+60/+80mm o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o

Lighting kit o o o o o o o o

• = standard   o = optional  - = not available

SPECIFICATIONS

Kubota DM1024 Kubota DM2032 Kubota DM3032
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DM3036 DM3040 DM3087 DM3095 DM3332 DM3336 DM3340 DM4028 DM4032 DM4032S

3.5 4.0 8.7 9.5 3.2 3.6 4.0 2.8 3.2 3.2

896 940 1360 1500 794 926 970 670 710 855

2.3 2.3 <3.0 <3.0 <3.0 <3.0 <3.0 2.6 3.0 3.0

2/3 2/3 2/3 2/3 2 2 2 2 2 2

540/1000 540/1000 1000 1000 540 1000 1000 750/1000 750/1000 750/1000

44/60 51/70 105/140 110/150 40/55 44/60 50/70 33/45 40/55 45/60

10/30 10/30 16/48 16/48 8/24 10/30 10/30 8/24 8/24 8/24

1 1 2 2 1 1 1 1 1 1 

-15/+15 -15/+15 -15/+15 -15/+15 -15/+15 -15/+15 -15/+15 -17/+17 -17/+17 -17/+17

30-60 30-60 30-60 30-60 30-60 30-60 30-60 30-60 30-60 30-60

- - - - - - - - - -

• • • • • • • • • •

• • • • • • • • • •

• • • • • • • - - -

o o - - - - - - - -

- / - - / - - / - - / - - / - - / - - / - - / - - / - - / -

• / o • / o • / o • / o - / • • / o • / o o / o o / o o / o

o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o o / o / o / o

o o o o o o o o o o

Kubota DM3087 and DM4032Kubota DM3332
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The company reserves the right to change the above speci�cations without notice. This brochure is for descriptive purpose only. Some of the items pictured in this brochure are optional and not 
standard equipment. Please consult your local Kubota dealer for warranty, safety or product information. For your safety, Kubota strongly recommend the use of a seat belt in all applications.

�•�����������2�]�L�Y�U�L�S�H�U�K���.�Y�V�\�W���2�L�Y�[�L�T�P�U�K�L���(�:

�2�������������<�2�����7�Y�P�U�[�L�K����������������


